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Product Specification1 Litre Magic Gel Rapid Jointing Kit  2 x 0.5 
Litre Bottles of Magic Gel and Mixing Jug

Product Ref: MAGIC GEL

Technical Features:
• Insulating and sealing gel
• Fillings degree of protection IP68
• Re-enterable also after long working periods
• Non-toxic and safe with no shelf life
• Quick cross linking (only 10 minutes)
• Low viscosity
• Working temperature: -60 to 200°C
• Dielectric strength: greater than 23 kV/mm

Errors and omissions excepted (E&OE). All information is subject to change without notice 
and is correct at the time of print. Refer to issue number and date below.Dia Ø

H

Dia Ø

2 x 500ml Bottles2 x 500ml Bottles

Colour Blue

Compliance UKCA, CE

Guarantee 1 Year

IP Rating IP68

Kit Contents
2 x 0.5 Litre Bottles Bi-Component Gel;
Measuring/Mixing Jug;
Spatula

Material Bi-Component Gel

Operating Temperature -60 - 200 °C

Product Range Magic Gel

Suitable for Filling of Enclosures, Sealing of Ducts, Sealing 
of Pipes and Lots More

Standards VDE 0291

Weight 1.073kg

Diameter Ø 65mm

Height 195mm
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