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Kit Selection Chart for LV Straight Joints - Armoured Cable

Kit Selection Chart for LV Straight Joints - Unarmoured Cable

= Correct Joint Kit   (Example: 6mm 4 Core Unarmoured Cable = S10)

= Larger kits can be used at the customers own discretion

Standard Straight Joints
Dimensions and Selection Chart

 ref  resin pack used A B C D E F G H I J K L  M

 S4 RP0 (1 pack) 160 67.5 25 67.5 30 10 12 14 16 19 21 20 10

 S10 RP1 (1 pack) 210 80 50 6 38 10 14 18 22 26 30 30 15

 S16 RP2 (1 pack) 225 100 45 96 48 10 16 20 25 29 33 30 15

 S25 RP3 (1 pack) 310 101 49 160 52 17 21 25 30 31 38 30 15

 S50 RP4 (1 pack) 370 110 60 200 66 20 23 26 30 33 36 40 20

 S120 RP5 (1 pack) 600 154 86 360 79 30 35 38 42 46 49 40 20

 S240 RP6/RP4 (2/1 packs) 780 225 120 435 125 48 50 58 65 71 79 40 20

 S400 RP6 (5 packs) 1240 255 300 685 157 55 67 79 91 91 103 60 30

                                       Cable Sizes (mm2) 2, 3 or 4 Core
 ref 1.5 2.5 4 6 10 16 25 35 50 70 95 120 150 185 240 300 400 

 S4
 S10
 S16
 S25
 S50
 S120
 S240
 S400

                                       Cable Sizes (mm2) 2, 3 or 4 Core
 ref  1.5 2.5 4 6 10 16 25 35 50 70 95 120 150 185 240 300 400 

 S4
 S10
 S16
 S25
 S50
 S120
 S240
 S400

Key

Dimensions
All Dimensions are Internal and all are in millimetres.

Note: Products listed in RED are special order items - Allow up to 7 days for delivery. F4P0002


