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The BOLTIN fuse-holders are available in three versions, front

connected, back connected, and front/back connected, in

ratings of 20, 32, 63, 100, and 200 Amps. The range fully

complies with BS88: Part 2 and is ASTA Certified to a test duty

of 80kA at 660V and complies with the current edition of the

IEE Wiring Regulations.

Current Lawson Solid
List Reference Rating Colour Fuse-Link Link

(A) 415V 660V

LBI 20 FC/FC BK
LBI 20 FC/BC BK 20 NIT SSA1 SLA1 20
LBI 20 BC/BC BK
LBI 32 FC/FC BK
LBI 32 FC/BC BK 32 GTIA/TIA SSA2 SLA2 32
LBI 32 BC/BC BK
LBI 63 FC/FC BK
LBI 63 FC/BC BK 63 Black TIS SSA3 SLA3 63
LBI 63 BC/BC BK
LBI 100 FC/FC BK
LBI 100 FC/BC BK 100 TCP SSA4 SLA4 100
LBI 100 BC/BC BK
LBI 200 FC/FC BK
LBI 200 FC/BC BK 200 CTF/TF SSB2 SLB2 200
LBI 200 BC/BC BK
Spare Carriers          Spare Cable Shrouds (Grey) DIN-Rail Adaptor
LBI 20 CA BK LBI 20 SH LBI 20 DA
LBI 32 CA BK LBI 32 SH
LBI 63 CA BK LBI 63 SH Busbar Stud Connector
LBI 100 CA BK LBI 100 SH LBI 32
LBI 200 CA BK LBI 200 SH LBI 63

For white fuse-holders substitute WH for BK in list references.
Green fuse-holders are available, details on request.
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